
Shell Corena S5 A 32
High-quality, polyalkylene glycol (PAG),  
synthetic fluid for rotary-screw air compressors 

Shell Corena S5 A provides excellent corrosion and wear 
protection to help prolong the life of critical parts such as 
bearings and gears.

Shell Corena S5 A helps a compressor to handle high 
temperatures and pressures, as it cools it more efficiently to 
help reduce equipment maintenance. It is formulated with an 
inherently oxidatively stable base oil and effective inhibitors that 
provide excellent resistance to varnish and sludge formulation, 
even in harsh operating conditions. 

Shell Corena S5 A is effective in applications requiring high-
capacity, reliable, multistage compression in hot and humid 
environments. It also operates in low-air-quality conditions. It 
can provide oil-drain intervals of 8,000–10,000 h.1

Suitable for use in oil-flooded or oil-injected rotary-screw air 
compressors, Shell Corena S5 A provides high flash and fire 
point protection and has a low foam tendency. 

DESCRIPTION

Shell Corena S5 A 32, formerly SynLube 751-32, is a long oil life, top-tier, synthetic lubricant based 
on PAG technology and is designed for rotary-screw air compressors. The product enables longer oil-
drain intervals and helps compressors to operate more cleanly and efficiently in higher temperature and 
pressure applications during challenging operations. 

SPECIFICATIONS, APPROVALS 
AND RECOMMENDATIONS 
For a full listing of equipment approvals and 
recommendations, please consult your local Shell 
Lubricant Solutions technical help desk.

1Where allowed by the equipment manufacturer, maintenance service intervals, operating conditions, and environmental conditions



Shell Corena S5 A 32

The information contained herein is correct to the best of our knowledge. The recommendations or suggestions contained in this bulletin are made without guarantee or representation 
as to results. We suggest that you evaluate these recommendations and suggestions in your own laboratory prior to use. Our responsibility for claims arising from breach of warranty, 
negligence, or otherwise is limited to the purchase price of the material. Freedom to use any patent owned by Shell or others is not to be inferred from any statement contained herein.

For more information, please contact your Shell Lubricant Solutions representative or visit shell.us/ecosafe.
CONTACT US

PROPERTIES

Method Shell Corena S5 A 32

ISO viscosity grade ISO 3448 32

Kinematic viscosity at 40°C, mm2/s ISO 3104/ASTM D445 35.75

Kinematic viscosity at 100°C, mm2/s ISO 3104/ASTM D 45 6.849

Viscosity index ISO 2909/ASTM D2270 154

Density at 15°C, g/cm3 ASTM D1298 0.987

Flash point (Cleveland open cup), °C ISO 2592/ASTM D92 243

Fire point (Cleveland open cup), °C ISO 2592/ASTM D92 285

Pour point, °C ISO 3016/ASTM D97 -45

Air release, min ASTM D3427 6.5

These characteristics are typical of current production. Although future production will conform to Shell’s specifications, variations in these characteristics may occur.

TYPICAL PHYSICAL CHARACTERISTICS


