
Shell Polymers HDPE 65N8 is a homopolymer that provides excellent stiffness, low warpage, and easy processability. This grade is ideal for the 
production of cases, crates, totes, bins, and other articles requiring high stiffness.

65N8- High-Density Polyethylene resin

Meeting Necessary Agency Requirements 

The analytical laboratory in our innovation center helps us produce the right pellet. To 
ensure the finished product is on-specification, the laboratory analyzes all the properties 
of the ingredients that go into a product, the product streams mid-production and the final 
resin. The lab meets the requirements of FDA, GMP, USP and ISO 9001.

Convenient Pennsylvania Location


Our accessible Pennsylvania location is within 700 miles of most North American 
polyethylene buyers, so small- to large-sized converters like you can travel to our plant, 
collaborate with our team and get home the same day. 

State-of-the-Art Injection Molding Equipment 


Our application hall has three commercial-scale KraussMaffei injection molding 
machines that are used to make specimens and parts similar to our customers’—which 
means you can avoid downtime by using our lines to conduct back-to-back trials.
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Injection Molding

Conversion Process

Legal Disclaimer: All products purchased or supplied by Shell Chemicals are subject to the terms and conditions set out in the contract, order confirmation and/or bill of lading. All other information supplied by Shell Chemicals, including that herein, is considered 
accurate but is furnished upon the express condition that the customer shall make its own assessment to determine a product’s suitability. All products purchased or supplied by Shell Chemicals are subject to terms and conditions set out in the contract, order 
acknowledgment and/or bill of lading. Shell Chemicals warrant that their product will meet those specifications designated as such herein or in other publications. All other information including that herein, supplied by Shell Chemicals is considered accurate but is 
furnished upon the express condition that the customer shall make its own assessment to determine the products’ suitability for a particular purpose. Shell Chemicals make no other warranty either expressed or implied, regarding such other information, the data 
upon which the same is based, or the results to be obtained from use thereof; that any products shall be merchantable or fit for any purpose; or that the use of such other information or product will not infringe any patent. The expression ‘Shell Chemicals’ refers to 
the companies of the Shell Group that are engaged in chemical businesses. Each of the companies that make up the Shell Group of companies is an independent entity and has its own separate identity.

www.shell.us/polymers For more information email us at polymers@shell.com

Highlights

Excellent stiffness 

Low warpage

High top load

Gas phase technology 

Product Details

MethodMelt Index

ASTM D1238 (g/10min)

Test Conditions

8.2 2.16 kg/190C

Density

0.965 

Method

ASTM D792 (g/cm3)


